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ProductName Swatch Size Standard
Durability
Class
(Grade)

Dimensional
Variation
(Type)

Compressive
Strength
(psi)

24-hrCold
Water

Absorption
(%)

5-hrBoil
Absorption

(%)

IRA
(g/minper
30in2)

CoreVolume
(%)

Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Engineer Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Queen ASTM C652 SW HBS >5,000 <6 <10 <20 25-40

Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Engineer Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Queen ASTM C652 SW HBS >5,000 <6 <10 <20 25-40

Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Engineer Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Queen ASTM C652 SW HBS >5,000 <6 <10 <20 25-40

Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Engineer Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Queen ASTM C652 SW HBS >5,000 <6 <10 <20 25-40

Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Engineer Modular ASTM C216 SW FBS >5,000 <6 <10 <20 <25

Queen ASTM C652 SW HBS >5,000 <6 <10 <20 25-40

Size Width Height Length Weight Brick per
Cube

Brick per Sq
Ft

Modular 3-1/2" 2-1/4" 7-5/8" 3.6 525 6.86

EngineerModular 3-1/2" 2-3/4" 7-5/8" 4.8 430 5.76

Queen 3 2-3/4" 7-5/8" 3.9 520 5.76

LakeHouseSeries

AnchorBay

Battle Creek

Marquette

La Salle

Buffalo Trail

Thisdata represents averageresults. If specifictest resultsare required, sampleshouldbe taken fromcurrent productionlots.
U.S. STANDARDTESTMETHODS (ASTMC67)AREUSED ASAPPLICABLE, UNLESSOTHERWISE NOTED. ©2024


